
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 

ANEX SEAL 
 

High security metal cable seal with 1.5mm 
cable diameter. The exterior of the body 
has a special rib design which protects the 
printing and provides greater tamper 
evidence. The seal is anodized for colour 
coding and more secure laser printing. 
The seal is user friendly, and easy to use. 

 
 

 

Features and Benefits 
 
• Strong pull-tight barrier seal. 
• One-way locking mechanism provides fast and 

easy sealing. 
• One end of the cable is permanently secured into the 

locking chamber. 
• Seals are secured as soon as wire has passed 

through the one-way locking mechanism. 
• To maximize security the wire must be adjusted to fit 

tightly to the application. 
• Available in various sizes on request  

(125 mm – 1000 mm) 

 

Dimensions 
 
• Standard cable length 250mm 
• Cable diameter 1.5mm 
• Body 29 x 20 x 706mm 

 

Material/Strength 
 
• Die-casting aluminum body 
• Steel cable 

• Pull strength +300Kg 

 

Printing 
 
• Laser marked with company name/logo and serially 

numbered. 
• Barcoding available on request. 

 

Applications 
Trucks, Tanker Trucks, Cargo/Shipping Containers, Rail Cars, Calibrators, Doors, Cages/Gates, 
Canisters, Drums, Boxes, Tote Bins, Trolleys, Keys 


